
ENHANCED PARAMETERS 
 

The radio allows you to set the following parameters for Enhanced Parameters: 

 

Enhanced Parameters Button: This defines which button is used to start the enhanced 

parameter mode. We set the default to the bottom button and quick press. 

 

To start the Enhanced Parameter mode, press the appropriate button and you will get a 

screen on the radio as shown below if your radio was on a digital channel. 

 

 
To navigate to the different parameters, you use the left and right selection keys. Once 

you are on the parameter you either use the up and down selection keys or the numeric 

keypad to enter the data, depending on which parameter you want to change. 

 

The CC is changed with the selection key. The minimum value is 0 and the maximum 

value is 15 

 

The Slot is changed with the selection key. Your choice is Slot 1 or Slot 2. 

 

The Type could be selected as P, G, A, or N. standing for private, group, All, or None 

respectively. The selection key is used for selecting your choice. 

 

The TxContact is entered with the Numeric keypad 

 

The Tx and Rx frequencies are entered with a direct entry by the numeric keypad. 

 
Once you changed the information as necessary you then press the Lock softkey and the 

information is ready to use on the air. After the lock softkey is pressed the following 

screen appears. 

 



 
 

If your radio was on an analog channel, then the opening screen would be as follows: 

 
You use the up and down selection key to select the different CTCSS or DCS parameters 

in the Decode and Encode fields. 

 

The starting screen for the enhanced parameters should be as follows: 

1. If you change the channel switch or you first turn on power, the screen should be 

whatever is associated with the channel. 

2. If you locked in enhanced scanning, then whatever was used in scanning should be 

on this screen. 

3. If you locked in Enhanced Monitor, then whatever was used in enhanced monitor 

should be on this screen. 

4. If you locked in Enhanced Parameter, then whatever was used in enhanced 

parameter should be on this screen. 

  




